




Dispense Wherever  
You Need

	- The Arium® Smart Station can be optimized to your lab 
space and fits easily into any lab environment	- Combine your Smart Station with the water system type 
you need to dispense pure or ultrapure water	- The Smart Station ultrapure supports multiple points of 
use to save costs and valuable lab space.	- Connect up to 3 Smart Stations to your ultrapure water 
system, the distance between each Smart Stations can be 
set up to 4 meters.	- Take the advantage to perform volume dispense from the 
Bagtank from your Smart Station pure.	- Provide water for different applications or just use the  
additional dispense points where it’s needed.

Adapted to your needs, the Smart Station has two  
installation options: wall-mounted or bench top.

The Smart Station can easily be adjusted to left or right 
handed requirements, without additional accessories.



The small footprint and adjustable arm allows you to position 
different vessels with varying heights and widths.

Due to its optimal height and intelligent design, the Smart 
Station can easily fit under a standard laboratory shelf.





Configure Your Smart Station
Equip your Smart Station with the best filter for your application. Select from two different final dispense filters, depending 
on whether you need sterile filtration or water for life science and cell culture applications.

Sterile Plus filter  
with 0.2 μm pore size
removes bacteria

Cell Plus filter with 15 kDa cut off 
removes endotoxins,  
RNase/DNase

Choose Your Smart Station
The Smart Station is designed to dispense pure and ultrapure water from your system or Bagtank.

Provide ultrapure water from Arium® Pro and  
Arium® Comfort

Remote dispense unit provides pure water from  
Arium® Bagtank
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